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The MISTE flight experiment plans to measure the specific heat at constant volume, Cv, and
isothermal susceptibility, y7, near the *He liquid-gas critical point. Precision ground-based
experiments have been performed in the crossover region away from the critical point in prepa-
ration for this flight. A new method for precisely determining the critical temperature is being
evaluated and will be presented. A sweep electrostriction method was also demonstrated for
obtaining the isothermal susceptibility close to the critical point. We have been able to demon-
strate that the chemical potential can be obtained from these electrostriction measurements.
Pressure versus density measurements along isotherms below the critical temperature were
performed to determine the isothermal susceptibility along the coexistence curve. These mea-
surements are compared to susceptibility data obtained along the critical isochore above the

transition.

I. INTRODUCTION

The MISTE flight experiment plans to perform heat
capacity at constant volume, Cy, isothermal susceptibil-
ity, x7, and PVT measurements in the same experimen-
tal cell near the liquid-gas critical point of 3He. These
experiments, performed in a microgravity environment,
will provide measurements in the asymptotic region two
decades in reduced temperature closer to the transition.
The constant-volume heat capacity along the critical iso-
chore and the isothermal susceptibility along the critical
isochore and coexistence curve are expected to satisfy the
following fluctuation-induced theoretical expressions:

CE" = (Tope/P)CE = AFIH (L + AF|™ +.] + 1?3
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Xt = (P/pD)xt =Tolt "L+ TFH +..1, (2)

where @ ~ 0.11 and v ~ 1.24 are universal critical
exponents and AO* and 1"‘3: are system-dependent crit-
ical amplitudes. The superscripts “+” and “-” cor-
respond to positive and negative reduced temperatures
t = (T — T.)/T., respectively. The isothermal suscepti-
bility along the coexistence curve is given by XE*- The
system-dependent critical parameters are T, p., and P,
and B, is a constant, fluctuation-induced term. The con-
fluent singularity expansion in the brackets includes an
independent universal correction-to-scaling exponent,[1]
A, = 0.52+0.02 and system-dependent amplitudes AF
and I'f. Analytic background terms must also be in-
cluded in analyzing heat-capacity measurements.
Critical phenomena theories can predict critical expo-
nents and universal amplitude ratios. However, an exact

determination of the asymptotic region cannot be made
theoretically since the leading critical amplitudes and
the amplitudes associated with correction-to-scaling con-
fluent singularities are system dependent. The MISTE
flight experiment should permit an accurate determina-
tion of the leading system-dependent asymptotic criti-
cal amplitudes for 3He. A knowledge of these asymp-
totic amplitudes will permit a more accurate analysis
of crossover measurements farther away from the tran-
sition. Ground-based studies are now being performed
in the crossover region[2] in preparation for this future
flight experiment. The results of some of these studies
will be reported in this paper.

II. GROUND-BASED EXPERIMENTS

Ground-based measurements were performed in a flat
pancake fluid cell shown in Fig. 1. The cell tempera-
ture was measured using a GdCls high resolution ther-
mometer (HRT) with a sensitivity of ~ 1 nK near the
3He critical point (T, = 3.31 K). The density sensor was
a parallel plate capacitor situated half way between the
top and bottom of the cell. The density was determined
from the measurement of the dielectric constant using the
Clausius-Mossotti equation. A Straty-Adams type pres-
sure sensor was also situated at the midplane of the cell.
This sensor consisted of a parallel plate capacitor with
one plate attached to a flexible diaphragm that sensed
pressure changes in the cell. This experimental configu-
ration has the advantage that pressure, density, and tem-
perature data can be continuously obtained in the same
cell while heat capacity and susceptibility measurements
were being performed.

The isothermal susceptibility, xr = p(8p/3P)r, was
measured along isotherms both above and below the crit-
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FIG. 1: Schematic of ground-based cell for measuring
heat capacity and susceptibility.

ical temperature. This was achieved by initially over-
filling the cell and then slowly removing fluid from the
cell and measuring the density and pressure as a func-
tion of time. Susceptibility data were obtained from the
slope of P versus p curves in the reduced temperature
range of 6 x 107> < |t} < 1071, As the critical tem-
perature is approached, the susceptibility maximum ver-
sus p approaches the critical density, p.. After complet-
ing the susceptibility measurements, the low temperature
valve was closed at the critical density. Heat-capacity
measurements were then performed using a pulse tech-
nique in the single and two-phase regions over the range
5 x 107* < |t| < 1071, Drift heat-capacity measure-
ments were also performed close to the transition. These
new Cy and xr data agreed with earlier measurements
from Horst Meyer’s group[3-6] over the same tempera-
ture range.
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FIG. 2: Restricted cubic model prediction for the 3He
heat capacity in a 0.05 cm high cell along the critical
isochore in 1g. A change in slope is predicted at the
transition temperature.

III. DETERMINATION OF THE CRITICAL
TEMPERATURE

In order to successfully analyze experimental measure-
ments near a critical point, it is important to determine
the critical temperature as precisely as possible. There
are several methods for finding T,. One approach is
to have T, be a fitting parameter when analyzing data.
However, the accuracy of the resultant 7, will depend
on the model chosen and closeness of the data to the
transition. One can also attempt to use some charac-
teristic signature of the transition. For example, it is
known that the time constant for equilibrium in perform-
ing heat capacity measurements is much greater in the
two phase region. Unfortunately, in ground-based mea-
surements, the gravity induced density gradient smears
out this sudden change near the transition. We have
recently been investigating a new slow drift heat capac-
ity approach for determining the transition temperature.
Figure 2 shows the restricted cubic model[7] prediction
for the 3He heat capacity in our 0.05 cm high cell along
the critical isochore in 1g. In a gravitational field, the-
ory predicts an experimentally measurable change in the
temperature derivative of Cy at T, with a heat capacity
maximum occurring in the two-phase region. We see a
change in slope occurring at the transition with the peak
value located at a reduced temperature of t &~ —1.7x1075
below T.. An example of our experimental measurements
performed during a slow drift down through the transi-
tion is shown in Fig. 3. There is a kink in the data that
we associated with the transition temperature T.. The
transition temperature can be determined to better than
+15uK. The peak in these data is at £ ~ —2.3 x 1075,
which is close to the theoretically predicted value. Ad-
ditional measurements are planned at even slower drift
rates to make sure we have this level of reproducibility
in determining 7.
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FIG. 3: Experimental drift measurements of the *He heat
capacity along the critical isochore in 1g.



IV. CHEMICAL POTENTIAL

An  electrostriction technique was previously
developed[8] to perform susceptibility measurements
within t < 1074, This technique is based on the fact
that an electric field gradient can produce a pressure
gradient within a dielectric fluid (§P o« E?2) that in
turn induces a density change. Our approach is to
apply a dc voltage across a parallel plate capacitor
to produce a uniform electric field within the density
sensor capacitor gap. The density change ép is obtained
at several voltages and 6p/6P is determined in the
limit of zero voltage. We have been evaluating drift
electrostriction measurements using a fixed dc voltage
across the gap. Figure 4 shows measurements of the
density change between the applied dc voltage and zero
dc voltage. The drift rates were ~ —4 x 10~* K/hr.
The susceptibility at any given temperature can be
obtained by extrapolating the density values obtained
from these curves to zero dc voltage. We also performed
equilibrium measurements, shown by symbols, at a few
reduced temperatures to see if this drift rate was slow
enough. Good agreement was obtained between the
drift and equilibrium measurements down to about a
reduced temperature of t = 5 x 107°. The MISTE flight
experiment plans to reach a reduced temperature of
1076 that will require even slower drift rates.

We have realized that this electrostriction technique
can be used to conveniently determine the chemical po-
tential difference p — p.. This conclusion can be seen as
follows. Scaling theory predicts that, in the asymptotic
region, the chemical potential difference from its critical
value can be scaled by a universal function h

(u*(p, T) — 1™ (pe, T))/(AplAp|*~1) = Dh(z/z0) (3)
where u* = (pe/Pe)p, = = t/(|Ap|)Y/8, and zo = 1/BY®.

FIG. 4: Density change versus temperature for elec-
trostriction drift (lines) and equilibrium (symbols) mea-
surements at various constant applied dc bias voltages.

t

10'4 o 69710 e
ot4 @ 5.l3xl()_4
;| & 2980
w 104 -4
2 X 17510
6 _
g2 191 & gsac0”
» =
3 0’4 o 5.51x10”
-5
10 4 + 347x10 —— Restricted cubic model
10° -
2 Ap—0
10* — . E—
10" 10% 10° 10* 1o’ 10° 107

Xxg+ 1

FIG. 5: Comparison of electrostriction measurements to
theoretically predicted universal curve for the chemical
potential.

The reduced density Ap = p/p. — 1, B is the critical
exponent that defines the shape of the coexistence curve,
and D is the asymptotic critical amplitude associated
with the divergence of the pressure with density along the
critical isotherm. The chemical potential can be written
as dy = —sdT + dP/p. Under isothermal conditions the
integration of this expression reduces to

P(p2,T)
WD) = o TV = [ CaPlp ()
P(p1,T)
Since the pressure gradient induced by an electric field
gradient is given by

VP = (e0p/2)V(E*(8¢/0p)), (5)

we can write the chemical potential difference between
two densities, Eq. (4), as

1(p2, T) — p(p1, T) = (3€0cpc/2(pe — Cep2)®)E?,  (6)

where ¢, = 4ra’/3 with o' being the polarizability of the
fluid. By setting the lower ambient density equal to the
critical density we obtain the following expression for the
chemical potential universal curve

Dh(z/z0) = (3€0Gepe/2(pc — Gep2)*)(E/(Ap)°).  (7)
The right side of this equation can be determined ex-
perimentally since we measure the density ps and can
calculate Ap and the electric field. Figure 5 is a plot of
the chemical potential universal curve. The solid line is
the prediction from the restricted cubic model and the
data points come from equilibrium electrostriction mea-
surements at various temperatures. We do not expect
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FIG. 6: Pressure versus density along an isotherm below
T,

to have a good fit between theory and experiment since
most of the data points are not in the asymptotic region.
In this plot the asymptotic region is approached as ¢ and
Ap — 0. However, we anticipate a much more strin-
gent test of this scaling theory prediction coming from
the MISTE flight experiment where measurements will
be performed much closer to the transition.

V. SUSCEPTIBILITY MEASUREMENTS

The isothermal susceptibility along the coexistence
curve can also be obtained from pressure versus density
measurements as stated above. Figure 6 shows an exam-
ple of P versus p measurements at a reduced temperature
of t = —9.5 x 1075, The break in (8p/0P)r at a reduced
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FIG. 7: Susceptibility measurements along the critical
isochore above T, and along the coexistence curve below
T.. Also included are the data from Pittman, Doiron and
Meyer (PDM) and Wallace and Meyer (WM).

density Ap = 5% indicates the onset of the two-phase re-
gion inwhich the pressure remains constant until the gas
side of the coexistence curve is reached at Ap =~ -5%.
The susceptibility at the coexistence curve is obtained
from the slope of this curve as it enters and exits the
two-phase region. The coexistence curve densities at this
temperature can also be determine from such breaks in
the slope to within £+ 0.1%. This method for determining
the susceptibility and coexistence curve will become less
precise as the transition is approached since the change
in slope will be less pronounced.

The experimentally determined susceptibility along
the critical isochore and coexistence curve are shown in
Fig. 7. Earlier measurements from Wallace and Meyer(3]
and Pittman, Doiron, and Meyer[4] have also been in-
cluded. The MISTE measurements along the coexistence
curve extend over a decade closer to the transition than
the earlier data. We see good agreement between the
various measurements in the regions of overlap. The sus-
ceptibility along the coexistence curve and critical iso-
chore seems to have the same slope in this log-log plot,
with the coexistence curve susceptibility having a smaller
magnitude. To estimate the difference in magnitude be-
tween the susceptibility data above and below the tran-
sition, the critical isochore data were divided by 3.7 to
approximately overlap the coexistence curve data. This
is the same value used by Wallace and Meyer in their
earlier work{3]. This factor of 3.7 corresponds to an
effective ratio of the critical amplitudes (I'{ /Ty )ess in
the crossover region. These normalized data are shown
in Fig. 8. It is surprising to see that all the data sets
are consistent with each other over three decades in re-
duced temperature. Critical phenomena theories[9] pre-
dict a ratio I /Ty = 4.95 in the asymptotic region.
Since most of these ground-based susceptibility data are
outside the asymptotic region, additional measurements
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FIG. 8: Normalized susceptibility measurements above
and below T,.. Also included are the data from Pittman.
Doiron, and Meyer (PDM) and Wallace and Meyer
(WM).



from the MISTE flight experiment are needed closer to
the transition to test this asymptotic theoretical predic-
tion and to obtaining a better understanding of the ob-
served crossover behavior.

VI. FUTURE STUDIES

The recent heat capacity and susceptibility measure-
ments need to be analyzed using accurate theoretical
crossover models in order to obtain a better understand-
ing of thermodynamic behavior farther away from the
transition. We began this process by analyzing our sus-
ceptibility data along the critical isochore above the tran-
sition using a field theoretical Renormalization-Group
#* model[10] recently adapted to the O(1) universality
class[11]. The results of this initial study{12] suggested
that the ¢* model would be a useful tool to investigate
thermodynamic quantities measured along the critical
isochore and coexistence curve. More recently, we have
used this model to successfully analyze our heat capacity
data along the critical isochore[13]. The MISTE suscep-
tibility and heat-capacity data have also been analyzed
successfully using a new crossover parametric equation-
of-state[13]. Further analyses of thermodynamic mea-
surements throughout the critical region are planned us-
ing both the crossover parametric equation-of-state and
¢* models.
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